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DESCRIPTION AND NATURE            

Two-component primer based on an epoxy resin system and polyamide 

adduct curing agents, with zinc phosphate as an anti-corrosive pigment. 

 

USE                                

Used as a primer coat for both interior and exterior. Suitable for use in the 

automotive, industrial machinery, agricultural, and boiler sectors. Adheres 

directly to adequately prepared substrates to protect all types of metallic 

supports. Adheres to carbon steel and galvanized supports. 

 

PROPERTIES         

The two-component epoxy primer provides excellent protection against 

corrosion in aggressive environments and high chemical resistance. 

Recoatable with one-component or two-component systems. 

Free from lead and chromates. 

 

CERTIFICATES         

 

In combination with different primer systems and our polyurethane enamel, 

it meets the requirements of the anti-corrosive standard UNE EN 12944-

6:2018 as part of a system: 

C2 very high 

C3 high 

C4 medium 

C5 low 

C5 high 

 

 

TECHNICAL DATA 

 

 

 

Finish  Matte 

Density 1,40-155  
grs/cm3 

Solid by weight > 65 % 

Theoretical 

Yield 

6 - 8 m2/kg 

Touch dry 2 hours 
(20ºC) 

Depth dry 24 hours 
(20ºC) 

Total drying 7 days 
(20ºC) 

Recoating  2-3 hours 

Maximum 

recoating time 

Unlimited 

Temperature 5 – 35 ºC 

Thinner D02 

COV Content <450 gr/l 

Recommended 

Dry Film 

Thickness 

50 – 60 µm 

Curing Agent Catalyst 
CI09 

Mixing Ratio (by 

weight) 

5:1 

Mixing Ratio (by 

volume) 

3,5:1 

Colors Grey 
White 

Red 

Maximum 

Working 

Temperature 

120ºC 

POT LIFE < 8 hours     
(20 ºC) 

Presentation 5 + 1 kg 
(A+B) 

20 + 4 kg 
(A+B) 
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SURFACE PREPARATION             

The surface must be completely dry and clean. Remove any contamination, rust residues, grease, or dust using pressure water or 

sanding. Use Pinturas Ordesa cleaning solvent, reference D04, for cleaning. Before applying the product, it is advisable to perform 

a preliminary preparation by blasting according to EN ISO 8501-1 standard for excellent adhesion of subsequent layers. The 

recoating time for subsequent layers of I09 two-component epoxy primer is unlimited. 

 

APPLICATION METHOD             

Environmental Conditions; 

The surface temperature must exceed 10ºC during application and curing. 

To avoid condensation, apply the product at least 3ºC above the dew point. 

The relative humidity should not exceed 75% during curing and application. 

Product Application: 

Homogenize the product before application. Mix at low revolutions to avoid air incorporation. 

Mix component A and CI09 catalyst in the indicated ratio by weight or volume. 

Add D02 epoxy thinner according to the application method. 

Number of coats; 

The product can be specified at different film thicknesses depending on the purpose and area of use. This alters the yield and may 

influence drying and curing times and recoating intervals. 

To achieve the best results, avoid excess film thickness. It is recommended to apply a wet film thickness of 80 µm. Dry film 

thickness: 50 µm. 

Método de aplicación; 

Low-pressure Equipment: 

Dilution: 0 – 10% with D02 Epoxy Thinner. 

Nozzle: 1.4 – 2.2 mm. 

Pressure: 3 – 5 bar. 

Airless; 

Dilution: 0 – 5% with D02 Epoxy Thinner. 

Nozzle: 0.015 – 0.021” 

Pressure: 170 – 200 bar. 

Airmix; 

Dilution: 0 – 10% with D02 Epoxy Thinner. 

Nozzle: 0.011 – 0.015” 

Pressure: 60 – 80 bar. 

Brush; 

Ready to use. 

 

OBSERVATIONS                                
Store the container tightly closed in a cool and ventilated place with temperatures between +5 to +35 ºC. 

Maximum recommended storage time: 24 months from the product's manufacturing date. 

The information mentioned in the technical sheet is based on our own knowledge, laboratory tests, and practical use from our experience as 

paint manufacturers. Batches may contain minimal differences in color reference. 

SAFETY                                                            
Ensure good ventilation during application in closed surfaces and its subsequent polymerization. 

Do not store opened or partially used containers. 

For toxicological standards, consult the safety data sheet. 

Apply with good air renewal. 

Shake the contents of the containers before use. 


